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36.0" ± 1.0"
CUSTOM
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SPRING LOADED 
LOCKING MECHANISM

BATTERY SIDE

(+)

(-) GND TAB
(+)

5MM OUTER DIA.

RADIO SIDE
(+)

(+)

(-) GND TAB

OPERATIONAL NOTES:

CHARGES BATTERY WHILE PROVIDING POWER TO RADIO•
INPUT VOLTAGE: 11.6 V TO 36.0 V•
CHARGING CURRENT: 500 mA•
OPERATING TEMPERATURE RANGE: -40C TO +85C•
SWITCHES OVER TO BATTERY WHEN INPUT VOLTAGE DROPS BELOW 10.1 V•
SWITCHING TIME: 3 ms•
CORROSION RESISTANT, NON-CONDUCTIVE ENCLOSURE•
RUGGEDIZED DESIGN BUILT TO WITHSTAND HARSH ENVIRONMENT•
SECURE LOCKING MECHANISMS COMPATIBLE WITH BATTERY AND RADIO•
HumiSeal® 1A33/521 PB25 Urethane Conformal Coating OF PCB•

Completely protect the assembly against chemical and corrosive •
attack

COMPATIBLE WITH: AN/PRC-148 MBITR, AN/PRC-152, RF-310M-HH, L-3 
TACTICAL ROVER-P (SIR 2.5), AND PERSISTANT SYSTEMS WAVE RELAY GEN4 
(MPU4)
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